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CONCRETE

B ALL SLABSSLAB
COVER WITH SISALKRAFT OR APPROVED AS SOON AS POSSIBLE AND KEEP COVERED

MINIMUM OF 10 DAYS

C EARDENEB SEALER

ALL INTERIOR SLABSSLAB ARE TO RECEIVE TWO COATSCOAT OF FLOOR HARDWARE AND SEALER

CHEMICRETE HILLYARDSHILLYARD CHEMSEAL OR APPROVED CLEAN SURFACESSURFACE AND OBTAIN

ARCHITECTSARCHITECT APPROVAL BEFORE APPLYING ALLOW AT LEAST TWO WEEKSWEEK BETWEEN COATS

3B6 CONCRETE SLAB FINISHESFINISHE

A GENERAL

SCREED SLABSSLAB TO TRUE LEVELSLEVEL OR SLOPESSLOPE FINISH MONOLITHICALLY WITHOUT

TOPPING

B INTERIOR SLABSSLAB
TROWEL TO HARD DENSE SURFACESSURFACE FREE FROM TROWEL MARKS

DO NOT DUST SURFACESSURFACE WITH DRY CEMENT OR MIXTURE OF CEMENT AND SAND WAIT

UNTIL SURFACESSURFACE ARE DRY ENOUGH FOR PROPER FINISHING

C EXTERIOR SLABSSLAB
FINISH BY SCREEDING AND FLOATING ONLY LEAVE SLIGHTLY ROUGHENED SURFACE

MARK OFF AS SHOWN ON DRAWINGSDRAWING OR AS DIRECTED ROUND EDGESEDGE TO ILI RADIUS

D SLOPESSLOPE TO DRAINSDRAIN
TRUE TO LINE EVENLY GRADED 316 PER FOOT UNLESSUNLES NOTED OTHERWISE

DO NOT SLOPE TO DRAINSDRAIN UNLESSUNLES SPECIFICALLY NOTED

E EXPANSION JOINTSJOINT

ASPHALT EXPANSION JOINT MATERIAL CAREY ELASTITE OR APPROVED 12 THICK

PROVIDE IN THE FOLLOWING LOCATIONSLOCATION

1 WHEREVER EXTERIOR SLABSSLAB ABUT VERTICAL SURFACES

2 AT INTERSECTION OF NEW CONCRETE PAVEMENT WITH EXISTING

3 ELSEWHERE NOTED ON DRA1NGS

F CONSTRUCTION JOINTSJOINT
PROVIDE KEYED CONSTRUCTION JOINTSJOINT AT EACH COLUMN LINE 25 OC
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